< Hulleman

Doosan DA 30 | TAILGATE | AIRCO | GOOD CONDITION

COMMON

1D
Marke

Konstruktion

PROPERTIES

Baujahr

Betriebsstd.

113147
Doosan

Muldenfahrzeug

2019
9.797

Fahrzeug-ldentifizierungsnummer DINODA30CK0741610

Gewicht
Nutzlast
Bruttogewicht
Lange

Breite

Hohe

ZUBEHOR

24.300 kg
27.200 kg
51.500 kg
956 cm
299 cm
356 cm

Moo (Nst powor ace. 1o 150 14396)
Max admissable wolght:
Max. admissable axie load - front

Mex. admissable axie losd - rear: —
Doosan Infracore N
W‘d; N-8440 Elnesvagen =

BESCHREIBUNG

Emissieklasse: Stage IV

For sale:

Doosan DA30
Year: 2019
Hours: 9.797
Weight: 24.300 kg

Engine & transmission:
Scania DC-9 turbo
Power: 276 kW / 375 HP
Emission: Stage IV

ZF 8 EP320 gearbox
Max. speed: 55 km/h

Load capacity:

GVW: 51.500 kg

Empty weight: 24.300 kg
Front axle: 16.700 kg

NaAanv tanmdan: 27 NNN Lo~



-
LED working lights

Automatic lubrication
Rearview camera
Airconditioning
Heated seat

Radio

Tyres:

Size on all axles: 23.5R25
Axle 1: 40%

Axle 2: 40%

Axle 3: 40%

Documents:
Service history
Parts book
Instruction book

Transport dimensions:
Length: 9.56 m
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