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Mercedes-Benz 2858 | 6X4 EURO 6 BIG AXLES | RETARDER |

ENGINE PROBLEM

COMMON

ID 113196.1

Marca Mercedes-Benz
Construccion Volguete

Modelo Arocs 2658
PROPERTIES

Afio de construccion 2015

Clase emision 6
Kilometraje 350.470 km
Primera fecha de registro 24-08-2015

Numero de identificacion del

vehiculo WDB96422411.946992
Configuracion del eje 6x4

Peso vacio 14.075 kg

Peso de carge 13.925 kg

Maximo peso 28.000 kg

Distancia entre ejes 330
ACCESORIOS

* ABS -« Aire acondicionado < Bocina de aire « Caja de
herramientas e Cierre central de puertas e Cruise control e
Filtro de particulas « horquilla < Luces brillantes « Luces de
niebla « Nevera ¢ PTO e Suspension e« Tanque de
combustible de aluminio « Ventanas eléctronicas

"‘Qlll.
"\HA
VYV )

Mercedes-Benz Arocs 2658 2858 | 6X4 EURO 6 BIG AXLES |...

Referentienummer: 113196.1

Schijffremmen Naafreductie Naafreductie
385/65R22.5 315/80R22.5 315/80R22.5
9.000 kg 10.500 kg  10.500 kg
Bladvering Luchtvering  Luchtvering
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DESCRIPCION
VIDEO AVAILABLE, ASK FOR IT!

ENGINE PROBLEM

Make and model: Mercedes Arocs 2858
Wheel formula: 6x4

First registration: 24-08-2015
VIN: WDB96422411.946992
Mileage: 350.470 km
Construction: Kipper

Inside dimensions: 455x242x110
Wheelbase: 3.30 m

GVW: 28.000 kg

CVW: 60.000 kg

Empty weight: 14.075 kg
Loading capacity: 13.925 kg

Engine:
Power: 425 kW / 580 HP
Cylinders: 6

AudimAdAv vialiiimanna: 10 CLA AnaN
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Engine problem
Gearbox: Automatic 12x with retarder

Suspension | Weights | Tyres:

1st Axle: Steel | 9.000 kg | 385/65R22.5 85%
2nd Axle: Air | 10.500 kg | 315/80R22.5 85%
3rd Axle: Air | 10.500 kg | 315/80R22.5 85%

General specifications:

PTO on engine

Hydraulic system

Hydraulic connection for trailer
Retarder

Hub reduction

Differential locks

60 mm trailer connection

Cabin specifications:
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D.P.A. Weeversstraat 2, 8316 GG Marknesse

Tel.: +31 527 24 61 40
Email: info@hulleman.com




